


Using This Product Chart
Materials Specifications
Many seals consist of two parts; the aluminium extrusion and a 

flexible seal insert. Some seals also incorporate a cover strip to conceal 

fasteners.

Aluminium extrusions are alloy 6060 T5 or T6, anodised satin clear 

(silver) or medium bronze unless otherwise specified. Architectural 

perimeter seal extrusions are anodised 15µm and threshold plates are 

anodised 25µm for maximum durability.

Dependent on function, seal inserts can be:

•	 Nylon brush filaments
•	 Polypropylene pile
•	 Rigid or flexible PVC - Raven proprietary PVC, flexible and rigid 

extrusions have UV inhibitors, are self-extinguishing where indicated 
and have a service temperature of -5°C to 70°C.

•	 Silicon rubber - Raven proprietary silicon rubber has UV inhibitors 
and withstands very high temperatures conforming to NCC Spec. 
C3.4, “Smoke Doors 200°C for 30 minutes”. They are self-extinguishing 
with a flammability index of 1 where indicated with a service 
temperature of -60°C to 230°C.

•	 Solid and sponge EPDM - Raven proprietary EPDM extrusions are 
designed to withstand the rigours of compression, heat, cold, water, 
ozone, UV light, abrasion and ageing. With exceptional memory 
meaning they will resume their original shape even after long periods 
of compression, they are classified to self-extinguishing / burn rate 
SAE J 369, ISO 3795 where indicated and have a service temperature 
of -40°C to 70°C.

•	 TPE (Thermo-Plastic Elastomer) Raven proprietary TPE has similar 
performance characteristics of EPDM. Raven TPE has added UV 
inhibitors and a flammability index <5 where indicated. TPE has a 
service temperature of -40°C to 100°C.

Duty Levels
Raven seals have been designed to accommodate a variety of duty levels:

L Light Duty 

Light duty seals are generally used in residential and light 

traffic areas such as Class 1 – 4 Buildings.

M Medium Duty 

Medium duty seals are generally used in commercial and 

medium traffic areas such as Class 3 – 6 Buildings.

•	 Office spaces

•	 Shops

•	 Commercial accommodation

H Heavy Duty 

Heavy duty seals are generally used in heavy pedestrian and 

wheeled traffic areas such as Class 5 – 10 Buildings.

•	 Public hospitals

•	 Airports

•	 Factories

•	 Shopping centres

Applications
Icons have been used to help identify appropriate seals for various 

applications to make product selection easier. All seals are designed 

to meet most standards and in most cases, perform more than one 

function. Refer to Product Catalogue 115 for details.

Weather

Energy, Draughts & Dust

Light

Insects and Vermin

Antimicrobial 

Raven gaskets and cover strips contain antimicrobial 

compounds. Independently tested against E. Coli, Strep and 

MRSA.

C
Ambient (cold) Smoke 

Temperatures up to 70°C.

M200°C

Medium Temperature Smoke 

Temperatures of 200°C for 30 minutes (smoke doors).

H
Fire & Hot Smoke 

Fully developed fires exceeding 600°C (intumescent seals).

Fire (approved)

BAL - LOW 

Bushfire Attack Level in accordance with AS 3959.

Up to BAL - 40 

Bushfire Attack Level in accordance with AS 3959.

Up to BAL - FZ (flame zone) 

Bushfire Attack Level in accordance with AS 3959.

Noise – Acoustic

Access and Mobility

Product Information
Raven seals are available in stock lengths and standard door set sizes. 
Some rigid perimeter seals are pre-cut to suit standard door sizes (mm):

•	 Single – 1 x 1000 & 2 x 2100
•	 Double – 3 x 2100
•	 Long single – 1 x 1000 & 2 x 2750

•	 Long double – 1 x 2000 & 2 x 2750
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RP3 Automatic Seal M       

RP8Si Automatic Acoustic Seal H           

RP35Si Automatic Acoustic Seal M            

RP38 Automatic Acoustic Seal H          

RP38Si Automatic Acoustic Seal H            

RP60 Automatic Acoustic Seal L        

RP70 Automatic Acoustic Seal H         

RP70Si Automatic Acoustic Seal H           

RP92Si Automatic Acoustic Seal H          

RP99Si Automatic Acoustic Seal H             

RP126Si Automatic Acoustic Seal H            

RP127Si Automatic Acoustic Seal H           

RP128Si Automatic Acoustic Seal H           

RP4 Sweep Seal M         

RP4T Sweep Seal H         

RP4FZ Sweep Seal M           

RP5 Sweep Seal M       

RP17b Sweep Seal L     

RP26 Sweep Seal H        

RP30 Sweep Seal H        

RP31 Sweep Seal H       

RP51Si Sweep Seal H          

RP54 Weather Seal H          

RP81 Sweep Seal H     

RP86 Weather Seal M         

RP89 Sweep Seal M        

RP123 Weather Seal M         

RP129F Sweep Seal H        

RP129Si Sweep Seal H          

RP97Si
Threshold Plate Seal for plant room &
emergency Door

H         

RP109Si
Weatherproof Threshold Plate Seal for panic
type exit devise

H         

RP110Si
Weatherproof Threshold Plate Seal for panic
type exit devise

H         

RP111Si
Weatherproof Threshold Plate Seal for panic
type exit devise

H         

RP117Si Threshold Plate Seal for panic type exit devise H         

RP4b
Threshold plate with integral sill gasket for use
in conjunction with door bottom seals

M  

RP13
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

H   

RP18
Threshold Plate Use with door bottom seals for
high carpet pile protection

H 

RP19 Threshold Plate Use with door bottom seals H   

RP27
Threshold Plate Use with door bottom seals for
carpet edge protection

H   

RP28 Threshold Plate Use with door bottom seals H   

RP29 Threshold Plate Use with door bottom seals H   

RP66
Threshold Plate Use with door bottom seals for
carpet covered floors

H   

RP77
Threshold Plate Use with door bottom seals and
position back to back to form a ramp

H   

RP82
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

H   

RP91 Threshold Plate Use with door bottom seals H  

RP95
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

H   

RP96 Threshold Plate Use with door bottom seals H   

RP98
Threshold Plate Use with door bottom seals and
Position back to back to form a ramp & ramp at
carpet edge

H   

RP112
Threshold Plate Use with door bottom seals and
Position back to back to form a ramp & ramp at
carpet edge

M   

RP115
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

H   
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RP3 Automatic Seal

RP8Si Automatic Acoustic Seal

RP35Si Automatic Acoustic Seal

RP38 Automatic Acoustic Seal

RP38Si Automatic Acoustic Seal

RP60 Automatic Acoustic Seal

RP70 Automatic Acoustic Seal

RP70Si Automatic Acoustic Seal

RP92Si Automatic Acoustic Seal

RP99Si Automatic Acoustic Seal

RP126Si Automatic Acoustic Seal

RP127Si Automatic Acoustic Seal

RP128Si Automatic Acoustic Seal

RP4 Sweep Seal

RP4T Sweep Seal

RP4FZ Sweep Seal

RP5 Sweep Seal

RP17b Sweep Seal

RP26 Sweep Seal

RP30 Sweep Seal

RP31 Sweep Seal

RP51Si Sweep Seal

RP54 Weather Seal

RP81 Sweep Seal

RP86 Weather Seal

RP89 Sweep Seal

RP123 Weather Seal

RP129F Sweep Seal

RP129Si Sweep Seal

RP97Si
Threshold Plate Seal for plant room &
emergency Door

RP109Si
Weatherproof Threshold Plate Seal for panic
type exit devise

RP110Si
Weatherproof Threshold Plate Seal for panic
type exit devise

RP111Si
Weatherproof Threshold Plate Seal for panic
type exit devise

RP117Si Threshold Plate Seal for panic type exit devise

RP4b
Threshold plate with integral sill gasket for use
in conjunction with door bottom seals

RP13
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

RP18
Threshold Plate Use with door bottom seals for
high carpet pile protection

RP19 Threshold Plate Use with door bottom seals

RP27
Threshold Plate Use with door bottom seals for
carpet edge protection

RP28 Threshold Plate Use with door bottom seals

RP29 Threshold Plate Use with door bottom seals

RP66
Threshold Plate Use with door bottom seals for
carpet covered floors

RP77
Threshold Plate Use with door bottom seals and
position back to back to form a ramp

RP82
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

RP91 Threshold Plate Use with door bottom seals

RP95
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

RP96 Threshold Plate Use with door bottom seals

RP98
Threshold Plate Use with door bottom seals and
Position back to back to form a ramp & ramp at
carpet edge

RP112
Threshold Plate Use with door bottom seals and
Position back to back to form a ramp & ramp at
carpet edge

RP115
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

Threshold Plate Seals

Door Bottom Seals

Threshold Plates

ApplicationModel

 1 - 16     EPDM / TPE RP303 915, 1220

  3 - 13     Silicon RP308Si
380, 600, 820, 920,
1070, 1220

  3 - 13    Silicon RP308Si
380, 600, 820, 920,
1070, 1220

  3 - 13     EPDM RP338
450, 610, 920, 1070,
1220, 1500

  3 - 13     Silicon PR338Si
450, 610, 920, 1070,
1220, 1500

  3 - 15     TPE RP460 915

  3 - 13   EPMD RP338
450, 610, 920, 1070,
1220, 1500

  3 - 13   Silicon RP338Si
450, 610, 920, 1070,
1220, 1500

  25 - 55   Silicon RP347Si 820, 920, 1070, 1200

  3 - 19     Silicon RP347Si
380, 600, 720, 820,
920, 1070, 1220

  3 - 14   Silicon RP3126Si
600, 820, 920, 1070,
1220, 1500

  3 - 14    Silicon RP3126Si
600, 820, 920, 1070,
1220, 1500

  3 - 14    Silicon RP3126Si
600, 820, 920, 1070,
1220, 1500

  23 - 25     PVC
RP404,
RP404a,
RP404b

Available in stock
lengths

  
User
Determined     PVC

RP404,
RP404b

Available in stock
lengths

  23 - 25    PVC
RP404,
RP404a,
RP404b

Available in stock
lengths

  Up to 15      EPDM RP303
Available in stock
lengths

    Up to 15 
PVC (White&Grey /
Brown)

-
Available in stock
lengths

   5 - 20     EPDM RP326
Available in stock
lengths

   3 - 8     EPDM RP330
Available in stock
lengths

   12 - 17     EPDM RP331
Available in stock
lengths

   5 - 20     Silicon RP351Si
Available in stock
lengths

  23 - 25    EPDM
RP354,
RP404a

Available in stock
lengths

   Up to 120   EPDM RP381
Available in stock
lengths

  14 - 20    PVC RP486
820, 1000, threashold
plate: 826, 1000, 1660

    6 - 9  Co-polymer 1000

  12 - 20    PVC 826, 926, 1750

  15 - 18    Nylon Filament RP52F
Available in stock
lengths

  14 - 18

  0 - 2    Silicon RP393Si
Available in stock
lengths

  0 - 2   Silicon RP393Si
Available in stock
lengths

  0 - 2   Silicon RP393Si
Available in stock
lengths

  0 - 2   Silicon RP393Si
Available in stock
lengths

  0 - 2   Silicon RP308Si
Available in stock
lengths

  -    PVC RP404a
Available in stock
lengths

  -    - -
Available in stock
lengths

   -    - -
Available in stock
lengths

  -    PVC RP404a
Available in stock
lengths

  -    - -
Available in stock
lengths

   -    - -
Available in stock
lengths

   -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

  -    - -
Available in stock
lengths

Cr
an

be
rr

y 
Re

d

Si
ze

s (
m

m
)

Finishing

Pa
in

t a
t e

xt
ra

 c
os

t

Al
um

. A
no

di
se

d

PV
C

Ti
m

be
r

Sa
tin

 C
le

ar
 (S

ilv
er

)

Pi
vo

t D
oo

rs

Re
pl

ac
em

en
t S

ea
l

Re
m

ar
ks

Se
al

 M
at

er
ia

l

  

G
re

y

Do
ub

le
 A

ct
io

n
Do

or
s

Ro
lle

r D
oo

rs

D 
Le

af
 B

ut
t

S 
Le

af
 B

ut
t H

in
ge

d

  

Standard Finish

Bl
ac

k

Si
lid

in
g 

Do
or

s

Ti
lt-

U
p 

Do
or

s

 

Do
or

 F
ra

m
es

Sa
sh

 W
in

do
w

s

Br
on

ze

Sc
re

en
 D

oo
rs

G
ol

d

W
hi

te

Br
ow

n

M
in

 /
 M

ax
 G

ap
 (m

m
) Base

Material
Type of Door Suitability

Gl
as

s 
Do

or
(F

ra
m

le
ss

)



P.4

Anti-
microbial

BAL -
LOW

Up to
BAL - 40

Up to
BAL - FZ

M
ee

tin
g 

St
ile

s

St
ile

s

Fire
>600°C &

Hot
Smoke
>200°C

Lo
w

M
ed

H
ig

h Do
or

 S
to

p

Duty Levels

Fa
ce

 M
ou

nt
ed

Energy,
Draughts

& Dust

Do
or

 S
ill

Acoustic -
Noise Fire

Application

Ambient
(Cold)
Smoke
<70°C

Do
or

 B
as

e

H
ea

d

Ja
m

p

Medium
Tempü
Smoke
200°C

(30 Min)

Light
Access

and
Mobility

Model

Insects
and

Vermin

Se
m

i-M
or

tic
ed

Ar
ou

nd
 D

oo
rs

Fu
lly

 M
or

tic
ed

 Installing Location

Weather

Ar
ou

nd
 F

ra
m

es

RP116
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

H   

RP137
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

H   

RP138
Threshold Plate Use with door bottom seals and
Position back to back to form a ramp & ramp at
carpet edge

H   

RP7 Suitable for rebated frames M         

RP10
It is quick and easy to install onto the door
frame as a door stop

H          

RP10Si
It is quick and easy to install onto the door
frame as a door stop

M            

RP12 Limit noice and control dust and air movement M      

RP23 Smoke and weather seal M          

RP24
Adjustable door stop seal for noice, light and
smoke

H          

RP24Si
Adjustable door stop seal for noice, light and
smoke

H           

RP39 A refrigiration type vinyl magnetic strip H         

RP44Si
Effective Acoustic seal door seal which can be
installed on door stops of sufficient depth

H           

RP47Si
Heavy duty door seal for medium temperature
smoke/fire door application and acoustic

H            

RP56
A finned sweep seal to reduce noise and air
movement in internal doors

M     

RP69
A woven pile sweep seal to reduce noise and air
movement in internal doors

M     

RP73
PVC sweep seal It holds tight radii and compund
curves when bent around a frameü Double seal
for Acoustic

M           

RP78Si
An acoustic medium temperature smoke door
frame seal

M             

RP78HSi
An acoustic medium temperature smoke door
frame seal is designed for clean romm and
health care facilities

M            

RP84Si
Designed for clean room application; Prevents
sound transmission and prevents air bourne
contamination

H           

RP85
A magnetic seal that is fixed to the head and
jamp

H        

RP87Si
Adjustable door stop seal for noise, light and
smoke

H            

RP87HSi
Adjustable door stop seal for noise, light and
smoke; Gasket contains an antimicrobial

H            

RP93Si
A wather and acoustic seal suitable for plain or
rebated frames

M            

RP94Si
A weather and acoustic seal suitable for
rebated frames

M            

RP113
A timer door stop frame seal siutable for plain
or rebated frames

M           

RP118Si A smoke, weather and acoustic frame seal H           

RP120 Acoustic and smoke seal (12 x 12mm) M             

RP150 Acoustic and smoke seal (15 x 15mm) M             

RP124 Acoustic and smoke seal (24 x 12mm) M            

RP130Si A heavy duty medium temperature smoke seal H           

RP134 Co-extruded PVC acoustic and smoke seal M          

RP670
TPE rubber compression seal ideal for smoke
doors

H         

RP39 A refrigiration type vinyl magnetic strip M         

RP65
A refigeration type PVC magnetic strip in an
anodised aluminium channel, to form an
effective astragal

H        

RP16Si
Acoustic, smoke astragal seal. Effective sealing
of the meeting stiles

M           

RP37
Acoustic, smoke astragal seal. Effective sealing
of the meeting stiles

H 

RP71
An astragal seal designed for plain or rebated
meeting stile. Effective in the sealing of noise
and weather

M        

RP71Si
A medium temperature smoke astragal seal
designed for plain

M          

RP42
A clear polycarbonate astragal seal for 15mm
framless glass doors

H     

RP43Si
A silicon smoke seal for frameless & metal
frame glazed stacked sliding doors

H       

RP103
A clear polycarbonate astragal seal for 10mm
framless glass doors

H     

RP104
A clear polycarbonate astragal seal for 12mm
framless glass doors

H     

RP105 A weather and energy seal H     

RP79
A clear polycarbonate astragal seal for 12mm
framless glass doors

H     

RP79Si
A clear polycarbonate astragal seal for 12mm
framless glass doors

H       

RP79H
A clear polycarbonate astragal seal for 12mm
framless glass doors

H      

Astragal Seal (For Frameless Glass)

Magnetic Astragal Seal

Astragal Seal (Meeting Stile Seals)

Door Frame or Perimeter Seals
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ApplicationModel

RP116
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

RP137
Threshold Plate Use with door bottom seals to
prevent rain, draught and smoke infiltration

RP138
Threshold Plate Use with door bottom seals and
Position back to back to form a ramp & ramp at
carpet edge

RP7 Suitable for rebated frames

RP10
It is quick and easy to install onto the door
frame as a door stop

RP10Si
It is quick and easy to install onto the door
frame as a door stop

RP12 Limit noice and control dust and air movement

RP23 Smoke and weather seal

RP24
Adjustable door stop seal for noice, light and
smoke

RP24Si
Adjustable door stop seal for noice, light and
smoke

RP39 A refrigiration type vinyl magnetic strip

RP44Si
Effective Acoustic seal door seal which can be
installed on door stops of sufficient depth

RP47Si
Heavy duty door seal for medium temperature
smoke/fire door application and acoustic

RP56
A finned sweep seal to reduce noise and air
movement in internal doors

RP69
A woven pile sweep seal to reduce noise and air
movement in internal doors

RP73
PVC sweep seal It holds tight radii and compund
curves when bent around a frameü Double seal
for Acoustic

RP78Si
An acoustic medium temperature smoke door
frame seal

RP78HSi
An acoustic medium temperature smoke door
frame seal is designed for clean romm and
health care facilities

RP84Si
Designed for clean room application; Prevents
sound transmission and prevents air bourne
contamination

RP85
A magnetic seal that is fixed to the head and
jamp

RP87Si
Adjustable door stop seal for noise, light and
smoke

RP87HSi
Adjustable door stop seal for noise, light and
smoke; Gasket contains an antimicrobial

RP93Si
A wather and acoustic seal suitable for plain or
rebated frames

RP94Si
A weather and acoustic seal suitable for
rebated frames

RP113
A timer door stop frame seal siutable for plain
or rebated frames

RP118Si A smoke, weather and acoustic frame seal

RP120 Acoustic and smoke seal (12 x 12mm)

RP150 Acoustic and smoke seal (15 x 15mm)

RP124 Acoustic and smoke seal (24 x 12mm)

RP130Si A heavy duty medium temperature smoke seal

RP134 Co-extruded PVC acoustic and smoke seal

RP670
TPE rubber compression seal ideal for smoke
doors

RP39 A refrigiration type vinyl magnetic strip

RP65
A refigeration type PVC magnetic strip in an
anodised aluminium channel, to form an
effective astragal

RP16Si
Acoustic, smoke astragal seal. Effective sealing
of the meeting stiles

RP37
Acoustic, smoke astragal seal. Effective sealing
of the meeting stiles

RP71
An astragal seal designed for plain or rebated
meeting stile. Effective in the sealing of noise
and weather

RP71Si
A medium temperature smoke astragal seal
designed for plain

RP42
A clear polycarbonate astragal seal for 15mm
framless glass doors

RP43Si
A silicon smoke seal for frameless & metal
frame glazed stacked sliding doors

RP103
A clear polycarbonate astragal seal for 10mm
framless glass doors

RP104
A clear polycarbonate astragal seal for 12mm
framless glass doors

RP105 A weather and energy seal

RP79
A clear polycarbonate astragal seal for 12mm
framless glass doors

RP79Si
A clear polycarbonate astragal seal for 12mm
framless glass doors

RP79H
A clear polycarbonate astragal seal for 12mm
framless glass doors

Astragal Seal (For Frameless Glass)

Magnetic Astragal Seal

Astragal Seal (Meeting Stile Seals)

Door Frame or Perimeter Seals
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  -    - -
Available in stock
lengths

  -   - -
1000, 1750, 2000,
3000

  -   - -
1000, 1250, 2000,
2500, 3000

  0 - 7    PVC -
Available in stock
lengths

  0 - 10     PVC RP410
Available in door set
sizes or stock lengths

  0 - 10     Silicon RP310Si
Available in door set
sizes or stock lengths

 6 - 8    Polypropyle Pile -
Available in stock
lengths

  0 - 7     EPDM RP323
Available in door set
sizes or stock lengths

  0 - 8     EPDM RP338
Available in door set
sizes or stock lengths

  0 - 8      Sillion RP338Si
Available in door set
sizes or stock lengths

   4 - 8     PVC -
Available in stock
lengths

  8 - 10     Silicon RP308Si
Available in stock
lengths

  0 - 17    Silicon RP347Si
Available in door set
sizes or stock lengths

  2 - 4    PVC RP469
Available in stock
lengths

  3 - 4   PVC -
Available in stock
lengths

  6 - 8   PVC - Up to 100m

  0 - 6     Silicon RP394Si
Available in door set
sizes or stock lengths

  0 - 6    Silicon RP394HSi
Available in door set
sizes

  0 - 7     Silicon RP384Si
Available in door set
sizes or stock lengths

  0 - 4     PVC -
Available in stock
lengths

  0 - 6    Silicon RP310Si
Available in door set
sizes or stock lengths

  0 - 6    Silicon RP384Si
Available in door set
sizes

  0 - 6   Silicon RP393Si
Available in door set
sizes or stock lengths

  0 - 6    Silicon RP394Si
Available in door set
sizes or stock lengths

  0 - 7  Silicon RP320
Available in single and
double door set sizes

  0 -10   Silicon RP308Si
Available in stock
lengths

  3 - 5.5     PVC -
Available in door set
sizes

  3 - 5.5     PVC -
Available in door set
sizes

  3 - 5.5     PVC -
Available in door set
sizes

 14 - 18    Silion RP3129Si
Available in door set
sizes or stock lengths

   3 - 5.5   PVC
Available in door set
sizes or stock lengths

 1 - 3  TPE
Available in door set
sizes or stock lengths

   4 - 8    PVC -
Available in stock
lengths

    5 - 7   PVC -
Available in stock
lengths

 2.5 - 8     Silicon RP316Si
Available in stock
lengths

-    - -
Available in stock
lengths

  3 - 4     Polypropyle Pile -
Available in stock
lengths

  3 - 5      Silicon RP371Si
Available in stock
lengths

 7 - 8 Polypropyle Pile 3000

  30 - 50  Silicon Rubber 3000

 7 - 8 Polypropyle Pile 3000

 7 - 8 Polypropyle Pile 3000

  15 - 28 Polymer Seal 3000

 8 - 9 Polypropyle Pile
Available in stock
lengths

 8 - 9 Silicon
Available in stock
lengths

 8 - 9 TPE
Available in stock
lengths
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RP88
A clear polycarbonate astragal seal for 10mm
framless glass doors

H     

RP500 A compression seal, made from silicon H           

RP510 A compression seal, made from silicon H           

RP520 A compression seal, made from silicon H           

RP530 A compression seal, made from silicon H           

RP540 A compression seal, made from silicon H           

RP550 A compression seal, made from silicon H           

RP560 A compression seal, made from silicon H           

RP600 A compression seal, made from TPE H           

RP610 A compression seal, made from TPE H           

RP620 A compression seal, made from TPE H           

RP630 A compression seal, made from TPE H           

RP640 A compression seal, made from TPE H           

RP650 A compression seal, made from TPE H           

RP660 A compression seal, made from TPE H           

RP670 A compression seal, made from TPE H           

RP700
A self-adhesive compression seal, made from
Silicon

H           

RP710
A self-adhesive compression seal, made from
Silicon

H           

RP720
A self-adhesive compression seal, made from
Silicon

H           

RP14
A polyester foam adhesive weather seal which
is available in white or charcoal

L    

RP14a
A extra wide polyester foam adhesive weather
seal which is available in white or charcoal

L    

RP14b
A extra thick polyester foam adhesive weather
seal which is available in white or charcoal

L    

RP61
A self adhesive soft woven pile draught seal
which is ideal for sliding door and window
applications

L    

RP48
Superior quality self adhesive door and window
frame window strip (P)

L        

RP55
Superior quality self adhesive door and window
frame window strip (L)

L        

RP59
Superior quality self adhesive door and window
frame window strip (E)

L        

RP108
Superior quality self adhesive door and window
frame window strip (EE)

L        

RP1004
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP1504
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP2004
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP2504
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP3004
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP1004F
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP2004F
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

H     

RP1004S
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

RP1504S
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

RP2004S
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

             TPE Weather Stripping (Joinery Seals For Doors & Windows)

            Silicon Weather Stripping (Joinery Seals For Doors & Windows)

Self Adhesive Seals

              Intumescent Seals (Fire and Smoke) - A high performance
                    a barrier against fire, hot smoke and fumes

Silicon Raindrop Seal
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ApplicationModel

RP88
A clear polycarbonate astragal seal for 10mm
framless glass doors

RP500 A compression seal, made from silicon

RP510 A compression seal, made from silicon

RP520 A compression seal, made from silicon

RP530 A compression seal, made from silicon

RP540 A compression seal, made from silicon

RP550 A compression seal, made from silicon

RP560 A compression seal, made from silicon

RP600 A compression seal, made from TPE

RP610 A compression seal, made from TPE

RP620 A compression seal, made from TPE

RP630 A compression seal, made from TPE

RP640 A compression seal, made from TPE

RP650 A compression seal, made from TPE

RP660 A compression seal, made from TPE

RP670 A compression seal, made from TPE

RP700
A self-adhesive compression seal, made from
Silicon

RP710
A self-adhesive compression seal, made from
Silicon

RP720
A self-adhesive compression seal, made from
Silicon

RP14
A polyester foam adhesive weather seal which
is available in white or charcoal

RP14a
A extra wide polyester foam adhesive weather
seal which is available in white or charcoal

RP14b
A extra thick polyester foam adhesive weather
seal which is available in white or charcoal

RP61
A self adhesive soft woven pile draught seal
which is ideal for sliding door and window
applications

RP48
Superior quality self adhesive door and window
frame window strip (P)

RP55
Superior quality self adhesive door and window
frame window strip (L)

RP59
Superior quality self adhesive door and window
frame window strip (E)

RP108
Superior quality self adhesive door and window
frame window strip (EE)

RP1004
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP1504
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP2004
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP2504
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP3004
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP1004F
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP2004F
A rigid cased Intumescent fire seal for use in fire
resisting doors and door frames

RP1004S
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

RP1504S
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

RP2004S
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

             TPE Weather Stripping (Joinery Seals For Doors & Windows)

            Silicon Weather Stripping (Joinery Seals For Doors & Windows

Self Adhesive Seals

              Intumescent Seals (Fire and Smoke) - A high performance
                    a barrier against fire, hot smoke and fumes

Silicon Raindrop Seal
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 8 - 9 Polypropyle Pile
Available in stock
lengths


1 - 3
(Comp)    Silicone 100m


1 - 2
(Comp)    Silicone 100m


1 - 3
(Comp)    Silicone 100m


1 - 2
(Comp)    Silicone 50m


1 - 3
(Comp)    Silicone 100m


1 - 3
(Comp)    Silicone 100m


1 - 3
(Comp)    Silicone 100m


1 - 3
(Comp)    TPE 100, 250m


1 - 2
(Comp)    TPE 100, 250m


1 - 3
(Comp)    TPE 100, 250m


1 - 2
(Comp)    TPE 50, 250m


1 - 3
(Comp)    TPE 100, 250m


1 - 3
(Comp)    TPE 100, 250m


1 - 3
(Comp)    TPE 100, 250m


1 - 3
(Comp)  TPE

Available in stock
lengths


4 - 5
(Comp)    Silicon 54m


3 - 4
(Comp)    Silicon 54m


2 - 3
(Comp)    Silicon 54m

3 - 5   Polypropyle Foam 5m

3 - 5   Polypropyle Foam 5m

8 - 11  Polypropyle Foam 5m

3 - 5  Polypropyle Pile 5m

3 - 5    EPDM 6, 100m

3 - 6    EPDM 6, 100m

2 - 4    EPDM 6, 100m

6 - 8   EPDM 6, 100m

  Intumescent Fill 2100

FRL &
FRR-
/30/-and
FD30.

  Intumescent Fill 2100

FRL &
FRR-
/30/-and
FD30.

  Intumescent Fill 2100

FRL &
FRR-
/60/-and
FD60.

  Intumescent Fill 2100

FRL &
FRR-
/60/-and
FD60.

  Intumescent Fill 2100

FRL &
FRR-
/60/-and
FD60.

  Intumescent Fill 150m

FRL &
FRR-
/60/-and
FD60.

  Intumescent Fill 100m

FRL &
FRR-
/120/30
and
FD120.

3 - 4  
Intumescent Fill &
Polypropylene Pile

2100

FRL &
FRR-
/120/30
and
FD120.

3 - 4  
Intumescent Fill &
Polypropylene Pile

2100

FRL &
FRR-
/60/-and
FD60.

3 - 4  
Intumescent Fill &
Polypropylene Pile

2100

FRL &
FRR-
/120/30
and
FD120.
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RP1004SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

RP1504SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

RP2004SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

RP3004SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

H         

RP53
An intumescent seal in a PVC holder, ideal for
upgrading propriety door perimeter gaps

H      

RP63
A combiled intumescent file and smoke seal
which is heat activated (1 - 2 Hours)

H           

RP76
A combiled intumescent file and smoke seal
which is heat activated

H       

RP76Si
A combiled intumescent file and smoke seal
which is heat activated

H        

RP114
A door bottom intumescent fire and hot smoke
seal, designed to salvage non compliant fire
doors

H          

RP121
An effective fire, smoke and acoustic seal for
single action fire doors

H        

RP122
An effective fire, smoke and acoustic seal for
double action fire doors

H        

RP135Si
A medium temperature & hot smoke perimeter
seal with a silicon fin designed for pivot doors

H         

RP136F
A heavy duty medium temperature & hot
smoke door bottom seal

H      

RP160
An intumescent seal in a PVC holder with one
flexible fin.

M           

RP2 A nylon brush strip seal without holder H        

RP2b
(brush only)

A nylon brush strip seal without holder H        

RP2a
A nylon brush strip seal, with an aluminium
career.

H        

RP2b
A nylon brush strip seal, with an aluminium
career.

H         

RP15
A nylon brush strip seal, with an aluminium
career

H       

RP41
A nylon brush strip seal that is ideal for
installation where large gaps occur

H        

RP49
A versatile nylon brush seal with a 90° angle
aluminium carrier

H        

RP50
A versatile nylon brush seal with a 45° angle
aluminium carrier

H       

RP51F A nylon brush strip door frame seal H          

RP52F

A nylon brush strip housing with unique
medium temperature fin. Effective in the
sealing of medium temperature smoke, noise
and weather

H          

RP57
A nylon brush strip seal that is ideal for
installation where large gaps occur

H     

RP58
A nylon brush strip seal that is ideal for
installation where large gaps occur

H     

RP74 A nylon brush seal with a self adhesive carrier H         

RP74F

A nylon brush strip seal housesa unique
medium temperature fin, which is effective in
the sealing of medium temperature smoke,
noise and weather

H         

RP75 A nylon brush seal with a self adhesive carrier H        

RP129F Sweep Seal H        

RP62 &
RP62BW

Protection devise should be installed wherever
doors are accessible to children in schools,
kindergartens and children day care centre

H  

RP67
To shed or channel water away fro the head of
the exposed doors

H 

Finger-Pinch Protection

Drip Strip

Brush Strip Seals (Nylon Filament)
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ApplicationModel

RP1004SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

RP1504SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

RP2004SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

RP3004SA
A rigid PVC Cased Intumescent fire and smoke
seal for fire and smoke seal for fire resisting
door

RP53
An intumescent seal in a PVC holder, ideal for
upgrading propriety door perimeter gaps

RP63
A combiled intumescent file and smoke seal
which is heat activated (1 - 2 Hours)

RP76
A combiled intumescent file and smoke seal
which is heat activated

RP76Si
A combiled intumescent file and smoke seal
which is heat activated

RP114
A door bottom intumescent fire and hot smoke
seal, designed to salvage non compliant fire
doors

RP121
An effective fire, smoke and acoustic seal for
single action fire doors

RP122
An effective fire, smoke and acoustic seal for
double action fire doors

RP135Si
A medium temperature & hot smoke perimeter
seal with a silicon fin designed for pivot doors

RP136F
A heavy duty medium temperature & hot
smoke door bottom seal

RP160
An intumescent seal in a PVC holder with one
flexible fin.

RP2 A nylon brush strip seal without holder

RP2b
(brush only)

A nylon brush strip seal without holder

RP2a
A nylon brush strip seal, with an aluminium
career.

RP2b
A nylon brush strip seal, with an aluminium
career.

RP15
A nylon brush strip seal, with an aluminium
career

RP41
A nylon brush strip seal that is ideal for
installation where large gaps occur

RP49
A versatile nylon brush seal with a 90° angle
aluminium carrier

RP50
A versatile nylon brush seal with a 45° angle
aluminium carrier

RP51F A nylon brush strip door frame seal

RP52F

A nylon brush strip housing with unique
medium temperature fin. Effective in the
sealing of medium temperature smoke, noise
and weather

RP57
A nylon brush strip seal that is ideal for
installation where large gaps occur

RP58
A nylon brush strip seal that is ideal for
installation where large gaps occur

RP74 A nylon brush seal with a self adhesive carrier

RP74F

A nylon brush strip seal housesa unique
medium temperature fin, which is effective in
the sealing of medium temperature smoke,
noise and weather

RP75 A nylon brush seal with a self adhesive carrier

RP129F Sweep Seal

RP62 &
RP62BW

Protection devise should be installed wherever
doors are accessible to children in schools,
kindergartens and children day care centre

RP67
To shed or channel water away fro the head of
the exposed doors

Finger-Pinch Protection

Drip Strip

Brush Strip Seals (Nylon Filament)
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1 - 4  
Intumescent Fill &
PVC Fin Seals

2100

FRL &
FRR-
/120/30
and
FD120.

1 - 4  
Intumescent Fill &
PVC Fin Seals

2100

FRL &
FRR-
/30/-and
FD30.

1 - 4  
Intumescent Fill &
PVC Fin Seals

2100

FRL &
FRR-
/120/30
and
FD120.

1 - 4  
Intumescent Fill &
PVC Fin Seals

2100

FRL &
FRR-
/60/-and
FD60.

2 - 6     Intumescent Fill 2100, 3000

FRL &
FRR-
/120/30
and
FD120.

3 - 4   Intumescent Fill 2100, 2400

FRL &
FRR-
/180/30
and
FD180.

3 - 4   
Intumescent Fill &
Polypropylene Pile

2100

FRL &
FRR-
/240/60
and
FD240.

4 - 5   
Intumescent Fill &
Polypropylene Fins

RP371Si 2100

FRL &
FRR-
/240/60
and
FD240.

  14 - 20    Intumescent infill 820, 915, 1220

FRL &
FRR-
/240/60
and
FD240.

 3 - 5  

Intumescent infill
and RP124 smoke
seal

Available in stock
lengths

 3 - 5  
Intumescent Fill &
PVC Fins

Available in stock
lengths

FRL &
FRR-
/120/30
and
FD120.

 14 - 18  
Light grey silcon
rubber

Available in stock
lengths

   15 - 18 
Black nylon
filaments

RP52F
Available in stock
lengths

   2.5 - 7  

Co-extruded rigid
and flexible fin
retardant PVC

3000mm

    0 -19 Nylon Filament
Available in stock
lengths

    0 -13 Nylon Filament
Available in stock
lengths

    0 -19     Nylon Filament
Available in stock
lengths

   0 -13     Nylon Filament
Available in stock
lengths

   0 -25     Nylon Filament
Available in stock
lengths

      30 - 50   Nylon Filament
Available in stock
lengths

 0 - 19    Nylon Filament
Available in stock
lengths

 0 - 19    Nylon Filament
Available in stock
lengths

 0 - 13   Nylon Filament 1250, 3000

    0 - 13

Nylon Filament
with a medium
temperauter
smoke barrier fin

Available in stock
lengths

     30 - 50     Nylon Filament
Available in stock
lengths

     50 - 75     Nylon Filament
Available in stock
lengths

    0 - 13     Nylon Filament
Available in stock
lengths

     0 - 13    

Nylon Filament
with a medium
temperauter
smoke barrier fin

Available in stock
lengths

     0 - 19     Nylon Filament
Available in stock
lengths

  15 - 18   

Nylon Filament
with a medium
temperauter
smoke barrier fin

RP52F
Available in stock
lengths

         EPDM
RP362 /
RP462BW

2100

     
Available in stock
lengths

 

 

    



Product Product Product
RP2 8 RP59 …………… 6 RP117Si …………… 2
RP2a 8 RP60 …………… 2 RP118Si …………… 4
RP2b 8 RP61 …………… 6 RP120 …………… 4

… 8 RP62 …………… 8 RP121 …………… 8
RP3 2 RP62BW …………… 8 RP122 …………… 8
RP4 2 RP63 …………… 8 RP123 …………… 2
RP4b 2 RP65 …………… 4 RP124 …………… 4
RP4FZ 2 RP66 …………… 2 RP126Si …………… 2
RP4T 2 RP67 …………… 8 RP127Si …………… 2
RP5 2 RP69 …………… 4 RP128Si …………… 2
RP7 4 RP70 …………… 2 RP129F …………… 2 / 8
RP8Si 2 RP70Si …………… 2 RP129Si …………… 2
RP10 4 RP71 …………… 4 RP130Si …………… 4
RP10Si 4 RP71Si …………… 4 RP134 …………… 4
RP12 4 RP73 …………… 4 RP135Si …………… 8
RP13 2 RP74 …………… 8 RP136F …………… 8
RP14 6 RP74F …………… 8 RP137 …………… 4
RP14a 6 RP75 …………… 8 RP138 …………… 4
RP14b 6 RP76 …………… 8 RP150 …………… 4
RP15 8 RP76Si …………… 8 RP160 …………… 8
RP16Si 4 RP77 …………… 2 RP500 …………… 4
RP17b 2 RP78HSi …………… 4 RP510 …………… 6
RP18 2 RP78Si …………… 4 RP520 …………… 6
RP19 2 RP79 …………… 4 RP530 …………… 6
RP23 4 RP79H …………… 4 RP540 …………… 6
RP24 4 RP79Si …………… 4 RP550 …………… 6
RP24Si 4 RP81 …………… 2 RP560 …………… 6
RP26 2 RP82 …………… 2 RP600 …………… 6
RP27 2 RP84Si …………… 4 RP610 …………… 6
RP28 2 RP85 …………… 4 RP620 …………… 6
RP29 2 RP86 …………… 2 RP630 …………… 6
RP30 2 RP87HSi …………… 4 RP640 …………… 6
RP31 2 RP87Si …………… 4 RP650 …………… 6
RP35Si 2 RP88 …………… 4 RP660 …………… 6
RP37 4 RP89 …………… 2 RP670 …………… 4 / 6
RP38 2 RP91 …………… 2 RP700 …………… 6
RP38Si 2 RP92Si …………… 2 RP710 …………… 6
RP39 4 / 4 RP93Si …………… 4 RP720 …………… 6
RP41 8 RP94Si …………… 4 RP1004 …………… 6
RP42 4 RP95 …………… 2 RP1004F …………… 6
RP43Si 4 RP96 …………… 2 RP1004S …………… 6
RP44Si 4 RP97Si …………… 2 RP1004SA …………… 8
RP47Si 4 RP98 …………… 2 RP1504 …………… 6
RP48 6 RP99Si …………… 2 RP1504S …………… 6
RP49 8 RP103 …………… 4 RP1504SA ………….. 8
RP50 8 RP104 …………… 4 RP2004 …………… 6
RP51Si 2 RP108 …………… 6 RP2004F …………… 6
RP51F 8 RP109Si …………… 2 RP2004S …………… 6
RP52F 8 RP110Si …………… 2 RP2004SA ………….. 8
RP53 8 RP111Si …………… 2 RP2504 …………… 6
RP54 2 RP112 …………… 2 RP3004 6
RP55 6 RP113 …………… 4 ………….. 8
RP56 4 RP114 …………… 8
RP57 8 RP115 …………… 2
RP58 8 RP116 …………… 4
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……………
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RP2b (brush only)
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Raven Products Pty. Ltd.
Head Office and Factory

18 - 22 Aldershot Road

Lonsdale, South Australia 5160

Australia

PO Box 67

Lonsdale, South Australia 5160

Australia

T  +61 8 8384 5455

F  +61 8 8382 8885 

E  sales@raven.com.au

www.ravensealing.com

Hong Kong
Rm 3107-09, 31/F, Trendy Centre,
682-684 Castle Peak Road,
Lai Chi Kok, Kowloon, HK

T: +852 2987 6257
F: +852 2987 6131
E: sales@ravensealing.com

Mainland China
Room 1201, Haitai Time Plaza,
No. 289 Wujin Road,
Shanghai, China

T: +86 21 5836 9676
F: +86 21 5743 4590
E: sales@ravenseals.com.cn

Singapore
2 Changi Business Park Ave 1,
#02-02 Park Avenue Changi,
Singapore 486015

T: +65 6543 6810
F: +65 6543 6811
E: sales.sg@ravensealing.com
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